Truck-Mounted UNIC Crane
URV230K Series
For Light-Duty truck
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UNIC Crane , High safety and reliability.
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Specifications Table / doyanwnatia

Crane Model

Maximum Lifting Moment
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Maximum Lifting Capacity
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Maximum Hook Height
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Maximum Working Radius
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Boom Length
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Boom Sections
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Boom Raising Angle
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Slewing Range
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Wire Rope
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Qutrigger Span
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Safety Devices
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URV233K
4.06 t.-m.

2330 kg. at 1.7 m.

Max. 7.3 m.

Min. 0.60 m. to Max. 6.23 m.

Min. 2.59 m. to Max. 6.40 m.

Min. 1° to Max. 76°

360 ovAndoltiow

8 mm. x 44 m.

Max. 2.6 m.

URV234K
4.06 t.-m.

2330 kg. at 1.7 m.
Max. 9.4 m.
Min. 0.68 m. to Max. 8.43 m.

Min. 2.87 m. to Max. 8.60 m.

Min. 1” to Max. 76°
360 ovanciotdiov
8 mm. x 54 m.

Max. 2.6 m.

1. Pressure relief valve for hydraulic circuit 2. Counterbalance valves for boom raising and boom telescoping cylinders 3. Pilot-operated check valves for vertical
outrigger cylinders 4. Boom angle indicator with load indicator 5. Hook safety latch 6. Automatic mechanical brake for winch 7. Loadmeter 8. Overwinding alarm

9.Automatic lock mechanism for slewing 10.Level

Note: The figures in relation to the speed are on the basis of no-load running at rated oil flow condition.

Hexagon Boom
Uy 6 Wagy

sonUUUWatLASUTUKINIUY wa:
aWwnsasoviu nmisnszongtkintd
Wuogvd  riontkanngunIwgv
( Hight tensile strength Steel )
Ao WLEdvVUsSY nunula: Uaoasie

Uni-Hook
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Section
Boom
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Authorized UNIC distributor
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